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Transition of existing Design Projects
After the installation of the US Customary interface, it will be important to make sure that
the existing METRIC design projects located on your computer have the correct pathing.

Existing Metric Projects are Expected to stay METRIC !!

Prior to following the next few steps, as a safety measure, Create a Zip back-up of your design
projects.
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Launch Mx.
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A warning panel will appear stating that the folder you have selected already contains an existing

model.fil.

You must answer to keep the existing model fil.

Confirm Overwrite File x|

D The project folder d:ipinyGorham10213.00
\_ﬁ¢} wou have specified conkains an existing Model File named model . fil,

Click ‘Yes to replace model, fil with an empty model, fil,
Existing maodel daka in model, Fil will be lask,

Click Mo ko rekain existing model. il

Your Mx will open up to your existing project. Go to the TOOLS menu and then to Model

Defaults.
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At the next panel select a model and choose the | EDIT | button.
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note: this should be in the Private
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The location for Metric-
C:\Mdot|mdot styles\...

The location for Us Customary-
C:\Mdot\Imperial_styles)...

Choose the necessary *.pss or *.fns for

the model and click| OPEN |.

The model name will be displayed with the associated
Feature and Style Set. Make sure there is a check mark in the
“Lock Style and Feature Set” box.

If the Style Set Name and Feature Set Names are blank or
incorrect, select the |:| button and then browse to the
correct location.

Select File

C:mdottmdot_stylesiMW=ROAD. PSS

File Marne | Date
£ MPw RESULTS.PSS 7/22/2003 2:54:04 Phe
MPw RIDGES WALLEY'S AND FLOW LINES.PSS  7/22/2003 2:54:.04 Phe
MPw SIMPLE DESIGN. PS5 7/22/2003 2:54:04 Phe
MPw SIMPLE SURYEY.PSS 772242003 2:54:05 Pl
MPw STRINGS AND POINTS.PSS 7/22/2003 2:54:05 Pk
MPw SURVEY STATIONS.PSS 7/22/2003 2:54:05 Ph
MPW TEXT STRINGS. PSS 7/22/2003 2:54:05 Pk
MPw TRAVERSE.PSS 7/22/2003 2:54:05 Ph
MPw WIEW. PSS 7/22/2003 2:54:06 F'I\'J

Public

S| M TUTORIAL GROUND.PSS 7/22/2003 2:54:06 Phy
<RAIL TRACK 5001.2. PSS 742272003 2:54:06 Phy

7 03200310:39:12.&7
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IEnter Filter b azk here e.g. ABC Open I
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Verify that each Model is being directed to the correct location for the Stylesets.
Metric Projects

CONTOURS - C:\mdot\mdot_styles\ Mdot Contours.Pss & .Fns
DESIGN - C:\mdot\mdot_styles\ MxRoads.Pss & .Fns
GROUND - C:\mdot\mdot _styles\ Mdot Plan Gray.Pss & .Fns
Or - C:\mdot\mdot_styles\ Mdot Plan Color.Pss & .Fns ( user preference)
POINTS - C:\mdot\mdot_styles\ Mdot Points and Strings.Pss & .Fns
TEXT - C:\mdot\mdot_styles\Mdot Text Strings.Pss & .Fns
TRAVERSE - C:\mdot\mdot styles\Mdot Traverse.Pss & .Fns
TRIANGLES - C:\mdot\mdot_styles\ Mdot Triangulation.Pss & .Fns
XSMC10 - C:\mdot\mdot_styles\Mdot Cross Section.Pss & .Fns

Us Customary Projects

CONTOURS - C:\mdot\imperial_styles\ Mdot Contours.Pss & .Fns
DESIGN - C:\mdot\imperial_styles\ MxRoads.Pss & .Fns
GROUND - C:\mdot\imperial styles\ Mdot Plan Gray.Pss & .Fns
Or - C:\mdot\imperial_styles\ Mdot Plan Color.Pss & .Fns ( user preference)
POINTS - C:\mdot\imperial _styles\ Mdot Points and Strings.Pss & .Fns
TEXT - C:\mdot\imperial styles\Mdot Text Strings.Pss & .Fns
TRAVERSE - C:\mdot\imperial styles\Mdot Traverse.Pss & .Fns
TRIANGLES - C:\mdot\imperial styles\ Mdot Triangulation.Pss & .Fns
XSMCI10 - C:\mdot\imperial styles\Mdot Cross Section.Pss & .Fns

You can continue with your project as before and your processes should work
correctly. If you get an unexpected error, please verify that the correct Style Set has been
assigned to the models you are trying to access. This has been the biggest stumbling block
experienced so far during the transition.




